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MC16 and MC18 have back flanges that can be used for extra fixing where required
MC90, MC135 and MC180 are idea for cabinet work and allow for any board thickness
MCO privides a positive lock for matching decorative protective corners

Displayit reserves the right to continualy improve these sections and their cutters.
Displayit is an Australain company proudly supporting Australian manufacturers

M/CUT-2
Code Description Finish Length Weight
MC16 Joiner for 16mm board Mill Finish ~ 5m 0.397kg/m
MC16SA Joiner for 16mm board Clear Anodised 5m 0.42kg/m
MC18 Joiner for 18mm board Mill Finish ~ 5m 0.48kg/m
MC18SA Joiner for 18mm board Clear Anodised 5m 0.48kg/m
@ MCOSA Finishing bead to match MC16,18 & 90 Clear Anodised  4m 0.09kg/m
S MC90SA 90° joiner for boards onto framing Clear Anodised 5m 0.274kg/m
$ MCB90SA 90° joiner for boards onto framing Clear Anodised 5m 0.31kg/m
9 MC135SA 135° joiner for boards Clear Anodised  5m 0.335kg/m
MCC135SA  135° joiner for boards Clear Anodised 5m 0.28kg/m
MC180SA Butt joiner for boards Clear Anodised 5m 0.179kg/m
MCB180SA Butt joiner for boards Clear Anodised 5m 0.214kg/m
M/CUT Tungsten tipped mitre Corner cutter for MC16, 18, 90 and 135 profiles 433kg
g 12.7mm shaft - Maximum recommended speed 12,000rpm.
= M/CUT-2 Replacement slot cutter for M/CUT 269
ncé M/CUT-3 Tungsten tipped cutter for MC180 739
M/CUT-4 Tungsten tipped cutter for MCO 6.4mm shaft 31g

3/46 Township Dr Burleigh Heads QLD 4221
p. (07) 5520 6241 f. (07) 5520 3241 m. 0404 840 241 e. info@displayit.com.au w. www.displayit.com.au

Jauary 2010



